
Heavy-duty 9/64” thick steel brackets perfect for installing air filtration / HVAC equipment
· Mount at any height to allow for easy maintenance under the units.

· No need to wait for finished grade or landscaping prior to installation of air filtration unit.

· Pre-punched 7/16” holes for easy installation to wall structure.

· Pre-punched 15/64“ holes for equipment mounting.

1-800-626-0664, airpurifiers-r-us.com

CHARACTERISTICS
· Steel: 10 GA
· Powder-coated grey finish
· Load rating: 600 lbs per pair
· Holes will accomodate 3/8” anchors for easy wall installation
· Warranty: 1 year
· ACB line of wall brackets are approved by the Florida Building Commison and

are High Velocity Hurricane Zone (HVHZ) approved

SPECIFICATIONS

Quatro reserves the right to modify any specifications, at any time without prior notice.

PART NUMBER BRACKET SIZE BRACKET WIDTH BRACKET WEIGHT

ACB-30
ACB-36
ACB-42
ACB-48

30 inches
36 inches
42 inches
48 inches

1.5 inches
1.5 inches
1.5 inches
1.5 inches

5.2 lbs
5.8 lbs
6.8 lbs
7.6 lbs

Wall Brackets
Heavy-duty steel brackets for HVAC equipment

ACCESSORIES

A

B C

ACB-30: (A)30” (B)16” (C)34”
ACB-36: (A)36” (B)16” (C)39”
ACB-42: (A)42” (B)16” (C)43”
ACB-48: (A)48” (B)16” (C)51”




